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90/1912 CCC.JIRS
Mr. € Crakanthorp

Cowman & Royston Pty Ltd November », 1990
PO Box 738
NOWRA NSW 2541

Dear 8ir,

ENVIRONMENTAL PLANNING AND ASSESSMENT ACT,. 1979

NOTICE TO APPLICANT OF DETERMINATION OF A DEVFIO“NFHT APPLICATION

To Mr P. Cowman of Cowman k Royston Pty Ltd., being the applicant in
respect of Development Application No.90/1912 (Proposed Quarry & Processing
of Shale ), relating to the land described as follows:

Lot 4, DP 775296 off Parnell Road, Portiom 159,
¥ Parish of Wandrawandian Tomerong

pPursuant to Section 92 of the Act, notice is hereby aiven that the
pevelopment Application has been derorm)nod by granting of consent, subject

to conditions. .

NOTH When any construction work is involved, the granting of development
consent is only the first part of a two-stage process. Before any such
work is commenced, a Building Anpl\cnrlnn must first be lodged and approved
by Council. See "Advice" section of this letrer.

The conditions of the consent and reasons for such conditions are set oul
as follows:-

Conditions of the City Planner

) 4 Compliance with Standard Conditions, where applicable, copy of which
ig atrached.

GENERAL_ CONDITIONS

2. This consent relates to quarrying and processing of shale as
{1lustrated on the plans submitted with development application number
90/1912, referred to as the submitted plans.

Any altevation to the abovementiomed plans shall be submitted for the
approval of the City Planner prior fto submission of the building
application. No works, other than those approved under this consent,
ahall be carried out without first having obtained Council's written
consent.

3. To ensure the future amenity of the location, and in order to properly
assess the impact of the development al the appropriate time, the
approved use shall be limited to a pe]lod of (h]llnon (13) y arg from

the date of endorsement.\”| ‘}l" 0 0% 7 103

The applicant may, however, prior to the expiration date, write to
Council seeking reconsideration of this condition.

N ]

—
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LANDSCAPE & REHABILITATION PLAN

To maintain and enhance the amenity of the area, a detailed landscape
and rehabilitation plan shall be submitted prior to submission of the
building application for Council approval.

gsuch plan shall include and indicate the following measures which shall
be immediately implemented -

(a) general landscape treatment;

(b) species, numbers and the Jocation of trees and shrubs
proposed;

(¢) to reduce the visual impact of the quarry site on the
gsouthern approaches to the property, the provision of a
heavily landscaped tree and shrub buffer screen aloug the
gouthern boundary of the site;

(d) the provision of tree and shrub screen adjacent to Lhe
southern walls of the existing buildings and on the southern
side of the quarry site;

(¢) rehabilitation and revegetation of all areas on the subject
land that have been affected by previous mining works which
are not covered by this consent, including the Tomerong Creek
area;

(f) no disturbance to vegetation or soil surface shall take place
along the banks of Tomerong Creek. Rehabilitation and
revegetation measures undertaken shall enhance the vegetared
corridor along Tomerong Creek and the plan shall ensure that
sedimentation and ercosion does not occur along Tomerong Creek
in rhe future;

{g) cattle shall be excluded from areas affected by this plan in
order to optimise landscaping and rehabilitation potential.

In addition to the above requirements, the landscape and
rehabilitation plan shall be prepared in accordance with
guidelines endorsed by the Scil Conservation Service and the
State Pollution Control Commission and any further
requirements of these Authorities shall be dncluded in the
plan. FEvidence of consultation with the abovementioned
Aunthorities shall be submitted with this plan.

Trees shall not be removed other than those located within the area of
approved works.

LONG TERM REHABLLITATION

To ensuce the future amenity of the area, the applicant shall submit a
gite rehabilitation management plan which shall be implemented at the
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expiration of this consent or in the event approved works cease
sooner. Such a plan shall be submitted, for Council approval, within
three (3) months of the endorsement date of this consent.

The site rehabilitation plan shall be prepared in accordance with
requirements of the Soil Conservation Service, the National Parks &
Wildlife Service and the State Pollution Control Commission. Evidence
of consultation with the abovementioned Authorities shall be submitted
with the plan.

Tn addition to the above, the aite rehabilitation plan shall include
details of the following measures -

(a) establishment of the base level in the second year of
operation;

(b) base level auarrying to keep pace with overburden atripping;
(¢) overbunrden fo he used to revegetate quarry walls;

(d) revegetation and rehabilitation to keep pace with quarrying
operations;

(e) the final wall shape to be established by shattering vertical
face using a major explosion to facilitate slumping and
accelerate natural weathering;

(f) cattle to be excluded from the operational area to optimise
revegetation potential.

SEDIMENTATION & EROSTON CONTROL

To reduce and/or eliminate the occurrence of soil erosion and
sedimentation, the applicant shall submit an erosion and sedimentation
control plan for the approval of Council, prior to the gubnission of a
building application. Sweh a plan shall comply with the requirements
of the Soil Conservation Service and the State Pollution Control
Commission (SPCC).

fn addition to the reguirements of the above Authorities, the plan
shall incorporate the following measures which, together with the Soil
Conservation Service and SPCC requirements, shall be implemented -

(a) the guarry floor is to be graded to ensure one discharge
point;

(b) @ silt trap, having a minimum capacity of five (5) cubic
metres, shall be established in the quarxy flooxr at the
discharge point;

(¢) silt build-up shall be regularly removed from the trap to
ensure its capacity is not reduced to less than 50% at any

time;
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(d)

(e)

(f)

a siltation dawm shall be established immediately having a
minimum capacity of 1,000 cubmic metres, or in accordance
with 8PCC requirements, whichever is greater;

the dam walla shall be vegetated, together with all
asgociated construction disturbance;

a drain shall be established and contoured from the dam to
ensure discharge is not concentrated and a maximum disposal
area ig achieved.

Evidence of consultation with the Soil Conservation Service
and the SPCC shall be submitted with this plan.

DUST POLLUTION

The applicant shall apply to the SPCC for a licence under the SPCC
Act, with regard to the Clean Alr Act 1961.

In addition to any requirements of the BPCC in relation to the Clean
M1 Act 1961, the following requirements shall be complied with unless
higher standards are required by the SPCC -

(a)

(b)

(c)

(d)

(e)

(£)

(g)

the standard of dust concentration at the crushing plant Is
determined in accordance with the provisions of the Clean Air
Regulations, 1964. The solid particles in each cubmic metre
of residual gases before admixture with air shall not exceed
0.4 grams;

all stockpiled soil and overburden shall be suitably shaped
and revegetated;

the crushing plant shall be fitted with a water spray system
which shall be activated so as to prevent excessive dust
build-up;

the site shall be equipped with holding tanks (in additiom to
the water storage dam) with adeguate storage capaclty to
spray all unsealed road areas within and adjacent to the site
and to spray work areas as required for adequate dust
suppression purposes;

a water cart of adequate capacity shall be located on the
gite and all unsealed roads within and adjacent to the site
shall he adequately sprayed to prevent dust pollution;

the conveyors on the plant shall be covered on the top and to
one side;

the end of conveyor C4 (which feeds the stockpile) shall be
firted with a dust tube made of covveyor belting. The length
of such belting shall be 3-4 metres to pravent dust hecoming
airborne before the material is formed on the stockpille;
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